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Grand Class Collection
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Beyond your
imagination

g desire of bringing more nature into our interiors
+Hor® bngs therefore an utterly exciting and new fioor collection, with 4 new designs in a
manse! of differant oolor tone ssttings: The Grand Class Collsction. Proposing an amalgamation of
authentio and craftad designs with surprising and unexpscted sarthy muted tonss but also
‘exospuonal stylieh color combinations, a vast choios in ssiting the desired aimosphers is at your
The additional produot features of the new robust plank size of 22,868 x 142,24 om combinad with
the trusted coharacteristio Green-Flor® advantages of supar-matt scratoh resistant coating
enhanced with a surfage texture genserating the distinctive criginal wood graing and subtle v-groove
on 4 sidss, guarantess you a through nature inspired genuine top quality design produot

Pugh your boundarisc in interior dasign !

Green-Flor®
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Description
Type of flooring
Classification
Total thickness
Wearlayer
Weight

Surface treatment

Squarness and straightness
Dimension stability

Curling

Flexibility

Abrasion resistance

Residual indentation

Norms
EN 649, EN ISO 10582
EN 685, EN ISO 10874
EN 428, EN ISO 24346
EN 429, EN 1SO 24340
EN 430, EN 1SO 23997

EN 427, EN ISO 24342

EN 434, EN 1SO 23999

EN 434, EN ISO 23999

EN 435-A, EN ISO 24344-A
EN 660-2, EN ISO 10582
EN 433, EN ISO 24343

Standard Requirement
Heterogen, PVC
23/ 33/ 42, 31/34/ 43

< 0,35 mm toleranz
<0,25%

<2mm

20 mm no crack
Class T, <2 mm*

<0,1mm

Test Result
v
33/42
25mm
0.55 mm
4.4 kg/ m2
Top Protection Plus PUR top
protection coating
v,<02mm
v,0,05%
Y, 0mm
v
v

v, 0,05 mm

0

25.000 revolutions
043- 0,63/ R9/ DS

Castor wheel chair EN 425, 1SO 4918

EN 13893/ DIN 51130/
EN 14041: 2004/AC:2006

Viype W
VR9/ DS

A0

7

Slip resistance

./
»4

Color fastness

Chemical resistance

Fire resistance

Thermal resistance
Anti-static performance

Underfloor heating

| Reach regulation

Emissions formaldehyde
Content pentachlorophenol

Emission test TVOC after 28
days

Form of delivery

EN ISO 105-B02
EN 423, EN ISO 26987

EN 13501-1/EN 1SO 9239-1/ 11925-2

EN 14041: 2004/AC:2006
EN ISO 8302

EN 1815

EN 1264-2

Regulation (EU)
No 1907/2006 — 1272/2013

EN 14041: 2004/AC:2006
EN 14041: 2004/AC:2006
1SO 16000

EN427/EN ISO 24342

26

25% caustic soda
solution, 10% citric acid,
coffee 9g/100ml, acetone

Bfl-s1

0,01 m2 KW
< 2KV

E1

v, Bfi-s1

0,019 m2 KIW

v

v, suitable max. 27°C
y

E1
vV
v, certified A+

228.6x1422.4mm
(9 x 56 inch)

10 planks per carton= 3.25m*

“Information sur le niveau d'émission de-
substances volatiles dans ralr Intérieur, préseniant
un risque de toxicité par inhalation, sur une échele
allant de A+ (irés faibies emissions) a C (fortes.
emissions) f










